





The Advanced, Fifth Generation SQA
Sperm Quality Analyzer SQA 11C-P

- Feature
A Complete Stand Alone System for Semen Analysis

» Objective - fully automatic numerical readouts of separate, integrated and
totalized* semen parameters

e Quick - all results are calculated and displayed in just 45 seconds
« Reliable - self testing & self calibrating

« Extensively validated, licensed & approved

» Extremely easy to use - assisted by interactive screen instructions
« Built in printer provides a full hard copy semen analysis report*

« Extra sensitive test for extremely poor specimens and efficacy validation of
male contraception (vasectomy, etc.)*

» Safe & convenient - uses disposable capillaries
« Compact, portable and rugged

e Low cost
« Ease of use, safety and speed of results, make the device ideal for “On the
spot” and “Point of care” evaluations within the physicians practice. /I = =
/l-l-l
*NeW feature apply'ng tO the SQA ”C'P Only Medical Electronic Systems Ltd.

www.mes-ltd.com




Sperm Quality Analyzer SQA I1C-P

A RELIABLE & CONVENIENT TOOL FOR GRADING, CLASSIFYING
& SCREENING SEMEN SAMPLES AS WELL AS OBTAINING A
FULL HARD COPY SEMEN ANALYSIS REPORT

This unit is specifically designed as a stand-alone system for “Point
of Care” situations and can be used by non technologists.

It works on natural non diluted specimens. A typical application
would be in small and medium sized clinics, labs and physicians
offices as well as in countries where lab infrastructure is poor and
many patients are denied access to testing facilities.
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Lyophilized reagent MPR 4610 4 x 100 ml incl. Standard Powder 400

Fluitest® UA

Uric Acid MPR 4847 4 x40 + 4 x 10 ml incl. Standard 200
Uricase-PAP method, 4 + 1 dilution ratio MPR 4844 4 x 80 + 4 x 20 ml incl. Standard 400
Liquid stable ready-to-use reagent

Fluitest® UA

Uric Acid MPR 4848 8 x 20 ml incl. Standard Color Liquid Son Kul. Tar. 160
Uricase-PAP method, mono reagent MPR 4845 6 x 60 ml incl. Standard 360
Liquid stable ready-to-use reagent MPR 4841 4 x 100 ml incl. Standard Color Liquid 400

Controls & Calibrators
Controls -Clinical Chemistry-

Contronorm®

lyophilized Control Serum 1205 5x5ml 25
Human Matrix, 42 Parameters 1220 20 x 5 ml Powder 5gin2-8°C 100
Contropath®

lyophilized Control Serum 1305 5x5ml 25
Human Matrix, 42 Parameters 1320 20 x5 ml Powder 100

Target Values in the pathological range

Contronorm® L
lyophilized Lipid Control Serum 1302 5x3ml 15

Contropath® L

lyophilized Lipid Control Serum 1303 5x3ml 15
CK /CK-MB

lyophilized Control Serum 1541 1x2ml 2

Human Matrix 1542 5x2ml 10
HbA1c

lyophilized Control Serum 1508 2x0,25 ml 0,5

HbA1 Control Set
lyophilized whole blood 1509 3x1ml 3



Calibrators -Clinical Chemistry-

Bio-Cal® L

lyophilized Calibrator for direct LDL 1401 1x3ml 3
Bio-Cal® E

lyophilized Multicalibrator 1430 10x 3 ml Power 30
Bio-Cal®

lyophilized Multicalibrator 1420 20 x 3 ml Powder 60
Bio-Cal® P

liquid stable Multicalibrator 1470 3x1ml 3

Controls -Proteins-

Protein Control 1
liquid stable Control Serum 7661 3x1ml 3

Protein Control 2
liquid stable Control Serum 7662 3x1ml 3

Protein Control Set

liquid stable Control Serum 7660 3x1ml 3
ARC Control
liquid stable Control Serum 7561 1x2ml Liquid 28 gin2-8°C 2

for ASO, RF & CRP

Calibrators -Proteins-

Bio-Cal® ALB
liquid stable Calibration Set for Albumin 14070 5x1ml 5
5 Levels, 0 to 400 mg/|

Bio-Cal® U/CSF
liquid stable Calibration Set for Protein in Urine & CSF 14960 5x1ml 18
5 Levels, 10 to 200 mg/dl

Bio-Cal® CRP
liquid stable Calibration Set 14530 5x1ml 5



for C-reactive Protein
Human Matrix
5 Levels, appr. 4 to 260 mg/I

Bio-Cal® CRP ultra

liquid stable Calibration Set 14540 5x1ml 5
for ultra sensitive C-reactive Protein

5 Levels, appr. 0.5 to 20 mg/I

Bio-Cal® MYO
Mono calibrator 14630 1x1ml 5

Bio-Cal® Lp(a)
liquid stable Calibration Set for Lp(a) 14770 3x0,5ml
Human Matrix

Bio-Cal® RF

liquid stable Calibration Set 14870 5x1ml 5
for Rheumatoid Factor

Human Matrix

5 Level, appr. 10 to 120 IU/ml

RF Standard

liquid stable 8020 1x1ml 1
Concentration: appr. 120 1U/ml

CRP Standard

liquid stable 8120 1x1ml 1

Concentration: appr. 100 mg/dl

ASO Standard
liquid stable 8220 1x1ml 1

Concentration: appr. 560 1U/ml



AUTO-ZERO FUNCTION

Advanced electronic technologies such as Auto- Zero system simplify the
operation.

HANDLES HEMOLYSIS AND TURBIDITY EASILY

Careful selection of the dual wavalength color filters and the combination of
electronic technology minimize the interference of hemolysis and turbidity
Particulary suitable for jaundice examinations of neonates,

EASY SET OF THE SAMPLE TUBE

A sample gauge provided on the surface of BR-501, which indicates the
proper sample volume to be inspected. Only simple action is required to set
the capillary tube into the holder.

ALARM LAMP INFORMS USER OF ABNORMALITIES.

Alarm lamp signals either abnormal value or situations such as burned out
of the bulb, bilirubin concentration of more than 30mg/dl, or high hemalysis
of more than 250mg/dl.

FLEXIBLE POWER SOURCE

Power requirement is flexible, from 100 to 240VAC.

EASY LAMP REPLACEMENT

Exchange procedure of the lamp is simplicity itself.

TOTAL BILIRUBIN METER

BR-5000N

AR-%000s =

W EASY OPERATION
Microprocessor enables the Auto Calibration and easy operation.

B EXTERNAL INTERFACE
Printer interface and RS-232C interface are built in.

B UNIT INDICATION
Both mg/dl - and « mol/{ - indication are available.

H HANDLES HEMOLYSIS AND TURBIDITY EASILY
The dual wavelength measuring method of BR-5000N eliminates
interference of hemolysis and turbidity.

B EASY SET OF THE SAMPLE TUBE
A sample gauge provided on the surface of BR-5000N, which indicates the
proper sample volume to be inspected. Only simple action is required to set
the capillary tube into the holder.

B ALARM LAMP INFORMS USER OF ABNORMALITIES
Alarm lamp signals either abnormal value or situations such as burned out
of the bulb, bilirubin concentration of more than 30mag/dl. or high hemolysis
of more than 250mg/dl

M FLEXIBLE POWER SOURCE
Power requirement is flexible, from 100 to 240VAC.

BR-5000N/Specifications:

Display LCD Display 16 rowsX2 lines

BR-501/Specifications:

Filters

461nm & 551nm

Display 3-1/2,7-segment red LED Measurement range 0 —30mg/de ( Total bilirubin)
Filters 461nm & 551nm Correcting hemolysis | 0—250mg/de HbCV
Measurement range 0 —30mg/de ( Total bilirubin) Measuring accuracy +5%

Correcting hemolysis | 0 —250mg/de HbCV Sample volume 50 — 60 ul

Measuring accuracy

*+5%

Sample container

Hematocrit capillary tube (Heparinized)

Sample volume

1capillary tube (Whole blood)

Light source

5V, 0.75A tungsten lamp

Sample container

Hematocrit capillary tube (Heparinized)

Detector

Silicon photocell

Light source

6V, 1.5A tungsten lamp

Photocell

Silicon photocell

Power Requirements

100 — 240VAC, 50/60Hz, 35W

Printer interface

Centronics (D-SUB 25pins)
* Printer is not included in the standard accessories.

Serial interface

RS-232C (D-SUB 9pins)

Dimensions 280 (W) X 230(L) X 120(H)mm Power Requirements | 100 —240VAC, 50/60Hz, 35W
Weight Net 2.7kg ( Main body ) Dimensions 280(W) X 230(L) % 120(H)mm
Standard Accessories: i et g { Wi bocy)

Bilirubin standard

Capillary tube (heparinized)

Capillary tube (plain)
Tap seal

Spare lamp

Spare fuse (1A)
Dust cover

AC power cord
Operation manual

vial

vial (100pCs)
vial (100pcs)
pc

pc

pcs

pc

pc

copy
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Standard Accessories:

Bilirubin standard

Capillary tube (heparinized)
Capillary tube (plain)

Tap seal

Fuse(1A)

Dust cover

AC power cord

Operation manual
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vial

vial (100pcs)
vial (100pCs)
pc

pcs

pc

pc

copy
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* Saatte 720 Test
* RS232 Veri iletisimi

* Termal yazici

* 3-11 parametre Self Stik uyumlu
* 2000 hasta sonucu saklayabilme
* Otomatik Kalibrasyon

* Isinma suresi yok

Glvenlik Cad.Ne: 22/ | AAyranc { Ankara
Tel: 0 312 428 48 50 (Pbx)

’ Fax: 0312 428 37 26
info@medapex.com.ir

www . medapex.com.ir






